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Part Names - Main Unit　

Opening the terminal covers

Holding the locks leftward, pull the 
terminal cover off the main unit.

Holding the locks downward, pull 
the terminal cover off the main unit.

Front view

Speaker section

■ The number shown in each           is the page number where the part’s function and/or use are 
 explained in Japanese.

Remote sensor window 37
• When using the remote control, 
 point its head toward this window.

Remote sensor 
window 37

Ambient illumination
sensor window 76

Headphones jack 24

IrSS sensor window 150

Power indicator 37
Timer program indicator 92・98
Ambient illumination sensor indicator 76

Top view

Stand 184

B-CAS Card

Insert the card with its 
IC chip facing forward.

Main power switch 37
Input / TV select button 85

Volume down (–) /up (+) buttons

Software reset 175

Channel down (∨) /up (∧) buttons

B-CAS card slot 36

English Guide
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Back view

Center speaker jack 114
Digital audio output jack (optical) 112

LAN jack
(10BASE-T/100BASE-TX)
137

Telephone line jack 131

Connect a PC with the DVI terminal, etc.

AV in 5 and 6 (HDMI) 83・84・155

AV in 8 (DVI-I, Audio) 120・124

BS·CS 110
antenna input terminal 30

VHF·UHF
antenna input 
terminal 30

Connect a Blu-ray Disc player, AV amplifier, etc.

i.LINK (TS) jack 102

RS-232C 126

Monitor out / AV in 4/ (REC OUT)
83・88・93・96

AV in 1 83

VCR controller connector 93

AV in 7 (HDMI)
83・84・155

AV in 2 83

AV in 3  83 AC cord connector
(AC 100V) 32

Connect the AC cord
Connect a video 
game equipment, 
video camera, etc.

Connect the telephone line

Connect a recorder
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Part Names - Remote Control Unit　

* This button can be conveniently used 
when you are at a loss during menu or 
EPG operation, etc.

Press to finish menu operation, etc.

Press to temporarily turn off the sound. 
Press again to return the sound volume 
to the previous level.

Use to select a digital channel by entering 
the 3-digit channel number.

Press to adjust the volume.

Press to select the desired input.

Press to engage the TV set in the active 
or standby mode.

Use to select a menu item, column, etc.

Use to operate EPGs and data program 
screens.

Press to confirm a selected setting or 
menu item.

Press to display or turn off the Electronic 
Program Guide (EPG: 番組表) when 
receiving a digital broadcast.

Press to select a user-registered 
channel and to turn on/off the favorite 
channel register/registered channel 
table screen.

Press to display the EPG for currently 
on-air programs only (裏番組).

Press to go back to the previous screen. 
Press this button instead of the 
Enter/Confirm (決定) button when you 
have selected the wrong item or input the 
wrong number, etc.

• Press to select a channel.
• Use to input a number for various settings.

When selecting a CATV channel by entering 
the channel number, press this button first, 
then enter the 2-digit number with the TV 
channel select buttons (1-10/0).

Press to display or turn off the channel 
call, etc.

Press to display detailed information on 
the current digital program.

Press to display or turn off the menu 
screen.
The menus can be displayed in English.
See 195   for instructions on how to 
switch the display language.

Press to display the i.LINK control panel.

Press to select channels in the current 
network, media and CATV channels in the 
ascending or descending order.
* CATV channels are factory set to be 

skipped.

Press to select the desired media (TV, 
radio, or data).

Press to call the data broadcast linked 
with the current digital TV program.

Press to connect to the internet.

Press to display, select, or turn off 
captions when watching a digital program 
with captions.

Press to select the desired picture when 
watching a digital multi-picture program.

Press to select the picture/sound setting 
that best matches the current program.

Press to freeze the picture. 

Press to select the desired audio.

Press to switch between the split screen 
mode and the normal screen mode.

Press to switch the operable screen when 
the TV set is in the split screen mode.

Press to select the desired screen mode.

Press to operate “Familink” Recorders 
and AQUOS Surround connected via 
HDMI cables.

Familink 154

Press to operate “Familink” Recorders 
and AQUOS Surround connected via 
HDMI cables.

Select the CS digital channel for the first 
time. 35

Finish 38

Favorite channel select/register 
 59

LCD display window 58

Mute

Digital channel number input 59

BS select 58

Volume up (+)/down (-)

Active/Standby 37

Input select 85

Cursor (up, down, left, right) 38

Color 64・65・70

Enter/Confirm 38

Terrestrial analog select 58

EPG 62

Terrestrial digital select 58

Other on-air programs 62

Return 38

Channel select 58

CATV 59
Display 58

Program info 70
Menu 38

i.LINK 104

CS select 58
Channel up (∧)/down (∨) 58

Media select 58

 (linked data broadcast) 70

AQUOS.jp 140

Caption 67

Picture select 67

AV mode select 74

Freeze 69

Audio select 66・67

Split screen 68

Operable screen 68

Screen mode 72

Familink 154

To open the cover
Hold the cover by the 
projections on both sides 
and lift upwards.



フルスペックハイビジョン
ハイビジョン放送をそのまま表示可能なフルスペックハイビジョン液晶パネル
〈水平1,920×垂直1,080 画素〉を採用しています。

D5映像端子
美しい高精細映像を外部から入力できるD5映像端子を装備。
D5対応の機器と接続すれば、高精細画質で楽しめます。

液晶パネル搭載リモコン
地上デジタル放送など、現在選んでいる放送の種類が表示される
液晶パネルが、リモコンに搭載されています。

1ビットデジタルアンプ
高開口率スピーカーシステムと当社独自の1ビットデジタルアンプ搭載で、
音抜けの良いクリアなサウンドを実現しました。

省エネ・エコロジー
低消費電力・長寿命設計・ノンハロゲン材の採用など、
環境面に配慮して設計されています。

ファミリンク対応
HDMIケーブル※で接続したAQUOSレコーダーやAQUOSサラウンドを
1つのリモコンで簡単に操作できます。
※ HDMIケーブルは必ず市販のHDMI規格認証品をご使用ください。

AQUOSへようこそ
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Switching the Display Language to English
メニューなどの言語を英語にする

本体設定 … Language（言語設定）］

音声調整 省エネ設定 本体設定 機能切換
　地域設定
　チャンネル設定
　アンテナ設定
　スピーカー設定
　入力スキップ設定
　位置調整
　オートワイド
　映像反転 　　　　　　 ［しない］
　クイック起動設定  　　 ［しない］
　かんたん初期設定
　Language（言語設定）［日本語］
　時刻表示設定  　　       ［する］
　個人情報初期化

1  Display the menu screen.
  メニューを表示する

2  Select “本体設定 ”(Setup)ー “Language 

(言語設定 )”.

  「本体設定」－「Language（言語設定）」
を選ぶ

  Enter.
  決定する

■ Using the menu screen, you can 
switch the on-screen display 
language to English.

 メニューなどの画面表示を英語
にすることができます。

誤ってメニューを英語にしてしまった
ときは
• メニューから「Setup」－「言語設定
（Language)」を選んで決定し、「日
本語」を選んで決定すると日本語にな
ります。

Press

3  Select “English”.
  「English」を選ぶ

  Enter.
  決定する
  

日本語 English

Display language setting

• The menu screen is now displayed in 
English.

 画面表示が英語になります。

4  Finish this operation.
  終了する

おしらせ
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