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● The number shown in each           is the page number where the part’s function 
and/or use are explained in Japanese.

3D infrared 
transmitter
120

Right side view
Main power switch 27

Home Menu button 28

Input / TV select button  
132

Volume up (+) /down (–) 
buttons

〈 〉Channel up (    ) /down (    )
buttons 

Speaker section

Stand

Remote sensor window 26

Move sensor window
 92

 When using the remote control, 
   point its head toward this window. 

246

Power indicator 27

Timer program indicator

64・103・113・159

Ambient illumination
sensor window  78

Front view

Recording indicator 
157

English Guide
Part Names

Adjusting the LCD panel angle
• The LCD panel can be rotated horizontally up to 20° clockwise and counter-clockwise.
• Hold the stand fi rmly when you adjust the monitor’s angle.
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LAN jack
(10BASE-T/100BASE-TX)

BS·CS 110 antenna 
input terminal 

VHF·UHF antenna 
input terminal 

The illustrations below are those of LC-52Z5. 
LC-60Z5/LC-46Z5/LC-40Z5 has the same layout of jacks and terminals as LC-52Z5.

AV in 1·2·3 and 4 (HDMI)

Connect a Blu-ray 
Disc player,
AV amplifier, etc.

AV in 5 (D5) /Audio out

Digital audio output jack (optical) 

Back view

118・259・260・
262・263・264・
266

USB terminal
147・184・237・322

USB terminal
147・184・237・322

259・261・264・265

181・207

267

263・265

PC input (audio)
142・266・267

AV in 6 (PC) 

254～257254～257

B-CAS card slot
252

Headphones jack

• IC chip side of B-CAS card is turned to 
a front side of this product, and B-CAS 
card is inserted. 

• T h e  U S B  2  t e r m i n a l  i s 
compatible with portable 
hard disk drives that operate 
using USB terminal-provided 
power.

次のページに続く
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Remote Control Unit

To open the cover

Hold the cover by 
the projections on 
both sides and lift 
upwards.

Press to engage the TV set in the active 
or standby mode.

Active/Standby 27

Use to select a digital channel by entering 
the 3-digit channel number.

Digital channel number input 34

Press to mute audio.

Press to adjust the volume.

Mute 33・212

Volume up (+)/down (-) 33・212

Press to select the remaining time 
period after which the TV set 
automatically enters the standby mode.

Press to call the data broadcast linked with 
the current digital TV program.

Press to select the picture/sound setting 
that best matches the current program.

Sleep timer   96

Linked data broadcast 36・213

AV mode select 73

Press to display or turn off the Electronic
Program Guide (EPG: 番組表) when
receiving a digital broadcast.

Press to start some useful operations 
of the TV.

Press to display detailed information 
on the current digital program.

Display the “Home” Menu  28・29

EPG  46・112・159

Program info  39

Press to finish menu operation, etc.
Finish

Press to operate “Familink” Recorders and 
AQUOS Audio connected via HDMI cables.

Press to freeze the picture.
Freeze 37

Press to delete a title recorded on 
the USB-HDD.

Delete recording 177

Press to return to the most recently 
viewed channel or input.

Previous screen

Press to switch to 3D mode when the TV 
set receives a 3D signal.

3D 122～124・126・127

Each time you press this button the 
brightness of 3D images is adjusted.

3D brightness adjustment 128

Press to select a program which the TV 
set recommends.

Recommended 
programs select 54～55

Press to display or turn off the channel 
call, etc.

Display 38・39・327

Press to connect to the internet.

Internet 197・212・216・
218・220

Press to select the input.
Input select 132

Use to select a menu item, column, etc.
Cursor (up, down, left, right) 28・29

Press to go back to the previous screen.
Return 28

Use to input a number for various settings.

Channel select 33・212

When selecting the CS digital channel for 
the first time. 275

BS select 33
Terrestrial analog select 33
Terrestrial digital select 33

CS select 33

Press to select channels in the ascending 
or descending order.
* CATV channels are factory set to be   
skipped. 293

Channel up (∧)/down (∨)

Display the Tool Menu 28・29・32

Use to operate EPGs and data program 
screens.

Color 

Press to display, select, or turn off captions 
when watching a digital program with captions.

Caption 60・2131

Press to select the audio.
Audio select 60・213

Press to switch the operable screen when 
the TV set is in the split screen mode.

Operable screen 58

Press to switch between the split screen 
mode and the normal screen mode.

Split screen 56～57

Press to confirm a selected setting or menu item.
Enter/Confirm 28・29

Familink 108～111・113～116・
118・157・158・168～171

33・43・212

36・47～51・98

Press to display AQUOS Information.
Information 35
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背厚15.7mm

• Using the Home menu screen, you can switch the on-screen 
display language to English.
ホームメニューなどの画面表示を英語にすることができます。

付属品
（別売品については⇒ 245ページ）

乾電池を入れて
使います。
⇒26ページ

取扱説明書※（本書）×1
かんたん !! ガイド※ ×1
保証書×1

※ 当商品は日本国内向けであり、日本語以外の
説明書はございません。

 This model is designed exclusively for 
Japan, with manuals in Japanese only.

※ アルカリ乾電池を
ご使用ください。

リモコン×1

リモコン用乾電池※

（単3形乾電池）×2

デジタル放送を見るときに
使います。⇒252ページ

• B-CAS カードは本体を覆っているシートに
貼り付けられている B-CAS パンフレットの
袋の中の台紙についています。
• 開封すると添付されている契約約款に同意し
たとみなされます。開封前に必ず契約約款を
よくお読みください。

B-CASカードの台紙

（2011年2月現在）

B-CASカード×1

本機に取り付けます。
⇒246～ 249ページ

スタンド
取付ネジ
（M5）×4

スタンドカバー
取付ネジ
（M4）×2

スタンド
取付ネジ
（M5）×4

スタンド金具
取付ネジ
（M6）×4

スタンドカバー
取付ネジ
（M4）×1

スタンド金具
取付ネジ
（M6）×4

LC-60Z5

スタンド×1 スタンド
金具×1

スタンド
カバー×1

スタンド×1 スタンド
金具×1

スタンド
カバー×1

LC-52Z5／ LC-46Z5

スタンド
取付ネジ
（M5）×3

スタンド金具
取付ネジ
（M6）×3

スタンドカバー
取付ネジ
（M4）×1

スタンド×1 スタンド
金具×1

スタンド
カバー×1

LC-40Z5

Switching the Display Language to English
ホームメニューなどの言語を英語にする

2 359

◇おしらせ◇

誤ってホームメニューを英語にしてしまったと
きは
• ホームメニューから「Setup」－「 （View 
Setting)」－「言語 (Language)」を選ん
で決定し、「日本語」を選んで決定すると日
本語になります。

1
Press

and
select
with

Select“設定”(Setup) on 
the Home menu.
ホームメニューから「設定」
を選ぶ

　　　で実行　　　　で終了

視聴準備

決定 戻る

かんたん初期設定

ホーム
約 チャンネル 設　定

　　　×××　　　　×××

2
Select
with

Select“ （視聴準備）”
(View Setting).
「 （視聴準備）」を選ぶ

　　　で実行　　　　で終了

視聴準備

決定 戻る

通信（インターネット）設定

テレビ放送設定

かんたん初期設定

ホーム

チャンネル 設　定

　　　×××　　　　×××

3
Select
with

Press

Select “Language（言語）”.
「Language（言語）」を選ぶ

　　　で実行　　　　で終了

視聴準備

決定 戻る

ＵＳＢ‐ＨＤＤ設定

通信（インターネット）設定

テレビ放送設定

かんたん初期設定

Ｌａｎｇｕａｇｅ（言語）
［日本語］

各種設定

視聴環境設定

お好み画質・音質設定

ＵＳＢデバイス設定
［ＵＳＢ‐ＨＤＤ］

ホーム

チャンネル 設　定

　　　×××　　　　×××

Ｌａｎｇｕａｇｅ（言語）
［日本語］

4
Select
with

Press

Select “English”.
「English」を選ぶ

Enter.
決定する

Ｌａｎｇｕａｇｅ（言語）

日本語

ＥｎｇｌｉｓｈＥｎｇｌｉｓｈ

• The menu screen is  now 
displayed in English.
• 画面表示が英語になります。

5
Press

Finish this operation.
終了する
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